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@ Gronular or solid flux filled headed studs P =
confarming to Article 1006.32 of the Sid. e 30| * | MADISON | 239 | 165 | 48 sreers
Specs., automatically end welded. [ wiais | eep. o reoseer-

60-15HB-1  CONTRACT NO. 7t
@ When joint is fixed, dimension is set at 38 mm. * 1 RAC 6635

Strip seal Strip seal —

Notes:
. ; @38 at . , @38 at The stril 1 shall be d 11l d shall h inil thick
ocking edae rail A Top of slab ip seal sha/l be made continuous and shall have a minimum thickness
L g edg 10° C, P © Locking edge rail 0° C. / Tep of siab of 6 mm. The configuration of the strip seal shall match the configuration of the
Locking Edge Rails. Open or "webbed" strip seal gland conflgurations are not
. O mme x 203 mm L @59 b x 203 mm permitted. The gland shall be sized for a maximum rated movement of 102 mm.
YK . / studs af 300 mm cofs. ol é \ studs o 300 mm cts. The height and thickness of the Locking Edge Rails shown are minimum
L o n . v\ / dimensions. The actual configuration of the Locking Edge Rails and matching
B — T - 7 strip seal may vary from manufacturer to manufacturer. Flanged edge rails will
©f - e of é . @,_ AR .-_ -_ not be dallowed,  Locking Edge Rails may be spliced at slope discontinuities
; 7 a ) e and stage construction joints.
. . 2 =T The manufacturer’s recommended installation methods shall be followed.
N RN s . \ The joint opening and deck dimensions detalled on the superstructure are
) .@ 18 mm ¢ X 203 mm : Lo 4_ D 19 mm ¢ x 203 mm based on a rolled rail expansion joint. If the Contractor elects fo use the
studs at 600 mm cts. RN studs at 600 mm cts. welded rail expansion joint, the opening and deck dimensions shall be modified
@ 19 mm ¢ x 203 mm studs 70007 T Anchor plate according to the dimensions detailed on this sheet. Required modifications
;77‘ 3}1770 mme/’& f(C;’f-) with 11 m ¢ haies ab L2 m of fJO o5 mh ¢ Flace plates af 300 mm cis. shall be made at no additional cast to the State.
op horizontal studs). mm ¢ holes di Lz m Cls. Tor J.o mi (alt. with top horizontal studs) All steel components shall be galvanized after fabrication according to
At mm ¢ holes at 12 m cfs. for 9.5 mm § boits. All bolfs shall be burned, sawed, Article 520.03 of the Standard Specifications.
bolfs. ~All bolfs shall be burned, sawed, or chipped off flush with the plates after
or chipped off flush with the plates after forms are removed, typ
forms are removed, 1yp. Lt
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rail groove shall be free of weld BILL OF MATERIAL
resigue. Item Unit Total
Preformed Joint Strip Seal m 54.0
LOCKING EDGE RAILS
PREFORMED JOINT STRIP SEAL
o FAP RTE. 310 (IL RTE. 255) OVER
DESIGNED CH ROUTE 4 (HUMBERT ROAD)
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CHECKED SECTION 60-15HB- 1
DRAWN ADL /DGH MADISON COUNTY
cHECKED wLw STATION 38+829.909
EJ-CS (M) 4-30-97 ' SN 060-0308 (NB) & 060-0309 (SB)
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